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93.5 dB(A)

13.0 m³/min (459 CFM)
52.1 m/s (116 MPH)
0 - 18,000
w/ BL1860B: 12, w/ BL1850B: 10
86.6 dB(A)
93.5 dB(A)
2.5 m/s² or less
w/ BL1815N / BL1820B: 
810x160x285 mm (32"x6-5/16"x11-1/4")
w/ BL1830B / BL1840B / BL1850B / BL1860B: 
825x160x285 mm (32-1/2"x6-5/16"x11-1/4")
2.5 - 3.0 kg (5.4 - 6.7 lbs.)

Hex Wrench

Cordless Blower DUB184
Max Air Volume
Max Air Velocity
No Load Speed (RPM)
Continuous Use (min.)
Sound Pressure Level
Sound Power Level
Vibration Level
Dimensions(L x W x H)

Net weight

Items of standard equipment and specifications may vary by country or area.

The weight may differ depending on the attachment(s), including the battery cartridge. The lightest 
and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Satisfy Professional's Needs

DUB184
Cordless Blower

Accessories

Part No.  166094-6
Shoulder strap

Part No.  191B21-6
Adapter pipe

Attach the flat nozzle or extension nozzle to the 
adapter pipe, and then turn it to lock it into place.

Part No.  197889-6
Flat nozzle

Part No.  197888-8
Extension nozzle

Powerful & 
Lightweight

Max air volume:

13.0        
                       m3/min

18V Lithium-ion

18V x2

6.0Ah   5.0Ah   4.0Ah

3.0Ah   2.0Ah   1
.5

Ah

270+
T O O L S

Wheelbarrow

4 Mode 
Impact Driver

Angle Drill

Angle Grinder

Angle Impact Driver

Angle Impact Wrench

Auto Feed 
Screwdriver

Blower

Brad 
Nailer

Caulking Gun

Chain Saw

Circular SawCleaner

Co�ee Maker

Combination 
Hammer

Compound Miter Saw

Concrete 
Vibrator

Cut-Out Tool

Cyclone Cleaner

Die Grinder

Driver Drill

Drywall 
Saw

Fan

Fan Jacket

Fan Vest

Finish 
Nailer

Grass Shear

Grass Trimmer

Hammer 
Driver Drill

Heated Jacket
Heated Vest

Hedge Trimmer

Impact Driver

Impact Wrench

Jig Saw

Job Site Speaker

LED 
Worklight

Metal Cutter

Metal Shear

Mixer

Multi Tool

Nibbler

Oil-Pulse Driver

Pin Nailer

Planer

Plate Joiner

Portable 
Band Saw

Random 
Orbit Polisher

Random Orbit Sander

Rebar Tying 
Tool

Recipro Saw

Rivet Gun

Rotary Hammer

Screwdriver

Slide 
Compound 
Miter Saw

Stapler

Steel Rod Cutter Straight Shear

String Trimmer Threaded 
Rod Cutter

Trimmer

Vacuum Pump

Flashlight Radio

Job Site Radio

LED Flashlight

Rechargeable 
Flashlight

Robotic Cleaner
Portable Vacuum 
Cleaner

Vacuum Cleaner

Pruning 
Shears

Angle Grinder

Angle Drill

Backpack 
Vacuum 
Cleaner

Blower

Chain Saw

Circular 
Saw

Rear Handle Saw

Combination 
Hammer

Grass Trimmer

Hedge 
Trimmer

Lawn Mower

Multi Function 
Power Head

Plunge 
Cut Saw

Recipro Saw

Shear Wrench

Slide Compound 
Miter Saw

Vacuum Cleaner

Portable 
Cut-o�

Rotary hammer

Blower

Expand Your Lithium Line Up

Variable Speed

Constant Speed

Lightweight

3.0   kg
[with BL1850B]

(6.7lbs)



Lockable speed lever

Variable speed trigger

Cruise control and Variable switchInstalling the �at nozzle or extension nozzle
(option)

Can be held with both hands

Max air velocity

High power 
Brushless Motor

52.1
Max air volume

13.0
m3/min m/s

Continuous run time (approx): min

On a single full battery charge
with max air setting

1.5Ah BL1815N

2.0Ah BL1820B

3.0Ah BL1830B

4.0Ah BL1840B

6.0Ah BL1860B

5.0Ah BL1850B

3

4

5

8

12

10

For use in outdoor applications or harsh 
environments, protection from dust and 
dripping water is enhanced.

Lightweight

3.0
kg

Hole on the bottom of housing 
for hanging the machine 

Flat nozzle

Adapter pipe

Extension nozzle

By locking the lever, you can blow 
without holding the trigger.

Besides, you can adjust air power as 
you want by holding the variable 
trigger.

Switch trigger

Control lever High
Low

Powerful Cordless Blower 
Powered by One 18V battery [with BL1850B]




