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Installing the dust extraction hose
Connect the dust extraction hose to the tool as 
illustrated.
Make sure that the elbow and the sleeve fit properly to 
the ports of the tool.

1

2

3

4

4

►   �1. Dust extraction hose 2. Elbow 3. Sleeve 4. Port

To remove the elbow from the port, pull the elbow while 
pressing down the lock button.

2

1

►   �1. Lock button 2. Elbow

Bench mounting
When the tool is shipped, the handle is locked in the 
lowered position by the stopper pin. While lowering the 
handle slightly, pull the stopper pin and rotate it 90°.

3

1 2

►   �1. Locked position 2. Unlocked position 3. Stopper 
pin

This tool should be bolted with four bolts to a level and 
stable surface using the bolt holes provided in the tool's 
base. This will help prevent tipping and possible injury.

1

►   �1. Bolt

WARNING: Ensure that the tool will not move 
on the supporting surface. Movement of the miter 
saw on the supporting surface while cutting may 
result in loss of control and serious personal injury.
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FUNCTIONAL 
DESCRIPTION

WARNING: Always be sure that the tool is 
switched off and unplugged before adjusting or 
checking function on the tool. Failure to switch off 
and unplug the tool may result in serious personal 
injury from accidental start-up.

Blade guard

1

►   �1. Blade guard

When lowering the handle, the blade guard rises auto-
matically. The guard is spring loaded so it returns to 
its original position when the cut is completed and the 
handle is raised.

WARNING: Never defeat or remove the blade 
guard or the spring which attaches to the guard. 
An exposed blade as a result of defeated guarding 
may result in serious personal injury during operation.

In the interest of your personal safety, always maintain 
the blade guard in good condition. Any irregular opera-
tion of the blade guard should be corrected immediately. 
Check to assure spring loaded return action of guard.

WARNING: Never use the tool if the blade 
guard or spring are damaged, faulty or removed. 
Operation of the tool with a damaged, faulty or 
removed guard may result in serious personal injury.

If the see-through blade guard becomes dirty, or saw-
dust adheres to it in such a way that the blade and/or 
workpiece is no longer easily visible, unplug the saw 
and clean the guard carefully with a damp cloth. Do not 
use solvents or any petroleum-based cleaners on the 
plastic guard because this may cause damage to the 
guard.

If the blade guard is especially dirty and vision through 
the guard is impaired, unplug the tool and use the sup-
plied wrench to loosen the hex bolt holding the center 
cover. Loosen the hex bolt by turning it counterclock-
wise and raise the blade guard and center cover. With 
the blade guard so positioned, cleaning can be more 
completely and efficiently accomplished. When cleaning 
is complete, reverse procedure above and secure bolt. 
Do not remove spring holding blade guard. If guard 
becomes discolored through age or UV light exposure, 
contact a Makita service center for a new guard. DO 
NOT DEFEAT OR REMOVE GUARD.

3

1

2

►   �1. Center cover 2. Hex wrench 3. Blade guard

Kerf boards
This tool is provided with the kerf boards in the turn 
base to minimize tearing on the exit side of a cut. The 
kerf boards are factory adjusted so that the saw blade 
does not contact the kerf boards. Before use, adjust the 
kerf boards as follows:

1

►   �1. Kerf board
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1 2 3
4

6

5

►   �1. Left bevel cut 2. Straight cut 3. Right bevel cut 
4. Saw blade 5. Blade teeth 6. Kerf board

First, unplug the tool. Loosen all the screws (2 each on left 
and right) securing the kerf boards until the kerf boards 
can still be easily moved by hand. Lower the handle fully, 
then pull and turn the stopper pin to lock the handle in the 
lowered position. Release the stopper pin on the sliding pole 
and pull the carriage toward you fully. Adjust the kerf boards 
so that the kerf boards just contact the sides of the blade 
teeth. Tighten the front screws (do not tighten firmly). Push 
the carriage toward the guide fence fully and adjust the kerf 
boards so that the kerf boards just contact the sides of blade 
teeth. Tighten the rear screws (do not tighten firmly).
After adjusting the kerf boards, release the stopper 
pin and raise the handle. Then tighten all the screws 
securely.

NOTICE: After setting the bevel angle ensure 
that the kerf boards are adjusted properly. Correct 
adjustment of the kerf boards will help provide proper 
support of the workpiece minimizing workpiece tear 
out.

Maintaining maximum cutting 
capacity

This tool is factory adjusted to provide the maximum 
cutting capacity for 255 mm or 260 mm saw blade.
When installing a new blade, always check the lower 
limit position of the blade and if necessary, adjust it as 
follows:
First, unplug the tool. Turn the stopper lever to engaged 
position.

1

►   �1. Stopper lever

Push the carriage toward the guide fence fully and 
lower the handle completely.
Adjust the blade position by turning the adjusting bolt 
with the hex wrench. The periphery of the blade should 
extend slightly below the top surface of the turn base 
and also comes to the point where the front face of the 
guide fence meets the top surface of the turn base.

1

►   �1. Adjusting bolt

1

23

►   �1. Top surface of turn base 2. Periphery of blade 
3. Guide fence

With the tool unplugged, rotate the blade by hand while 
holding the handle all the way down to be sure that 
the blade does not contact any part of the lower base. 
Re-adjust slightly, if necessary.
After adjustment, always return the stopper lever to the 
original position.
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WARNING: After installing a new blade and 
with the tool unplugged, always be sure that the 
blade does not contact any part of the lower base 
when the handle is lowered completely. If a blade 
makes contact with the base it may cause kickback 
and result in serious personal injury.

Stopper arm
The lower limit position of the blade can be easily 
adjusted with the stopper arm. To adjust it, turn the 
stopper arm in the direction of the arrow as shown in the 
figure. Turn the adjusting screw so that the blade stops 
at the desired position when lowering the handle fully.

1

2

►   �1. Stopper arm 2. Adjusting screw

Adjusting the miter angle

CAUTION: After changing the miter angle, 
always secure the turn base by tightening the grip 
firmly.

NOTICE: When turning the turn base, be sure to 
raise the handle fully.

1

2

3

4

►   �1. Lock lever 2. Grip 3. Releasing lever 4. Pointer

Rotate the grip counterclockwise to unlock the turn 
base. Turn the grip while holding down the lock lever to 
move the turn base. Align the pointer with your desired 
angle on the scale then tighten the grip.

NOTE: If you depress the releasing lever, you can 
move the turn base without holding down the lock 
lever. Tighten the grip at your desired position.

This miter saw employs positive stop function. You can 
set 0°, 15°, 22.5°, 31.6°, 45°, and 60° right/left miter 
angle quickly. To use this function, move the turn base 
close to your desired positive stop angle while holding 
down the lock lever. Then release the lock lever and 
move the turn base to your desired positive stop angle 
until the turn base is locked.

Adjusting the bevel angle

NOTICE: Always remove the upper guide fences 
and vertical vise before adjusting the bevel angle.
NOTICE: When changing bevel angles, be sure 
to position the kerf boards appropriately as 
explained in the "Kerf boards" section.
NOTICE: When tilting the saw blade, be sure to 
raise the handle fully.
NOTICE: Do not tighten the knob too hard. Doing 
so may cause malfunction of the locking mecha-
nism of the bevel angle.
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1.	 Turn the knob on the slide pole counterclockwise.

1

►   �1. Knob

2.	 Pull and turn the latch lever to the position as 
illustrated.

1

►   �1. Latch lever

3.	 Match the pointer with your desired angle on the 
scale by moving the carriage then tighten the knob.

1

2

►   �1. Bevel angle scale 2. Pointer

To tilt the carriage to the right, tilt the carriage to the left 
slightly and then tilt it to the right while pressing down 
the releasing button.

1

►   �1. Releasing button
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If you perform a bevel cut greater than 45°, move the 
carriage while sliding the releasing lever toward the 
front of the tool. You can perform up to 48° bevel cut.

1

►   �1. Releasing lever

This miter saw employs positive stop function. You can set 
22.5° and 33.9° angle to both right and left quickly. Set the 
latch lever in the position as illustrated and tilt the carriage. 
To change the angle, pull the latch lever and tilt the carriage.

1

►   �1. Latch lever

CAUTION: After changing the bevel angle, 
always secure the knob.

Slide lock
To lock the sliding movement of the carriage, push the carriage toward 
the guide fence until it stops. Pull the stopper pin and rotate it 90°.

3

1

2

►   �1. Unlocked position 2. Locked position 3. Stopper pin

Switch action

WARNING: Before plugging in the tool, 
always check to see that the switch trigger actu-
ates properly and returns to the "OFF" position 
when released. Do not pull the switch trigger hard 
without pressing in the lock-off button. This can 
cause switch breakage. Operating a tool with a 
switch that does not actuate properly can lead to loss 
of control and serious personal injury.

WARNING: NEVER use tool without a fully 
operative switch trigger. Any tool with an inoper-
ative switch is HIGHLY DANGEROUS and must be 
repaired before further usage or serious personal 
injury may occur.

WARNING: NEVER defeat the lock-off button 
by taping down or some other means. A switch with 
a negated lock-off button may result in unintentional 
operation and serious personal injury.

WARNING: NEVER use the tool if it runs when 
you simply pull the switch trigger without press-
ing the lock-off button. A switch in need of repair 
may result in unintentional operation and serious 
personal injury. Return tool to a Makita service center 
for proper repairs BEFORE further usage.

1

2

3

►   �1. Switch trigger 2. Lock-off button 3. Hole for 
padlock

To prevent the switch trigger from being accidentally 
pulled, a lock-off button is provided. To start the tool, 
press in the lock-off button and pull the switch trigger. 
Release the switch trigger to stop.
A hole is provided in the switch trigger for insertion of a 
padlock to lock the tool off.

WARNING: Do not use a lock with a shank or 
cable any smaller than 6.35 mm (1/4") in diameter. 
A smaller shank or cable may not properly lock the 
tool in the off position and unintentional operation 
may occur resulting in serious personal injury.
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Electronic function

Constant speed control
The tool is provided with an electronic speed control 
which helps maintain a constant blade rotation speed 
even under load. A constant blade rotation speed will 
result in a very smooth cut.

Soft start feature
This function allows the smooth start-up of the tool by 
limiting the start-up torque.

Laser beam action
For model LS1019L only

CAUTION: Never look into the laser beam. 
Direct laser beam may injure your eyes.

To turn on the laser beam, press the upper position (I) 
of the switch. To turn off the laser beam, press the lower 
position (0) of the switch.

1

►   �1. Switch for laser

Laser line can be shifted to either the left or right side of 
the saw blade by turning the adjusting screw as follows.

1

►   �1. Adjusting screw

1.	 Loosen the adjusting screw by turning it 
counterclockwise.
2.	 With the adjusting screw loosened, slide the 
adjusting screw to the right or left as far as it goes.
3.	 Tighten the adjusting screw firmly at the position 
where it stops sliding.

NOTE: Laser line is factory adjusted so that it is posi-
tioned within 1 mm from the side surface of the blade 
(cutting position).
NOTE: When laser line appears dim and hard to see 
because of direct sunlight, relocate the work area to a 
place where there is less direct sunlight.

Aligning the laser line
Align the cutting line on your workpiece with the laser 
line.

A
B

A) When you want to obtain the correct size on the left 
side of workpiece, shift the laser line to the left of the 
blade.
B) When you want to obtain the correct size on the right 
side of workpiece, shift the laser line to the right of the 
blade.

NOTE: Use wood facing against the guide fence 
when aligning the cutting line with the laser line at the 
side of guide fence in compound cutting (bevel angle 
45° and miter angle right 45°).

ASSEMBLY
WARNING: Always be sure that the tool is 

switched off and unplugged before working on 
the tool. Failure to switch off and unplug the tool may 
result in serious personal injury.
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Hex wrench storage
When not in use, store the hex wrench as shown in the 
figure to keep it from being lost.

1

►   �1. Hex wrench

Removing and installing saw blade

WARNING: Always be sure that the tool is 
switched off and unplugged before installing or 
removing the blade. Accidental start up of the tool 
may result in serious personal injury.

WARNING: Use only the Makita wrench pro-
vided to install or remove the blade. Failure to use 
the wrench may result in overtightening or insufficient 
tightening of the hex socket bolt and serious personal 
injury.

Always lock the carriage with raised position when 
removing and installing the blade. Pull the stopper pin 
and rotate it 90° with the carriage raised.

1 2

3

►   �1. Unlocked position 2. Locked position 3. Stopper 
pin

Removing the blade
Loosen the hex bolt holding the center cover using the 
hex wrench. Raise the blade guard and center cover.

3

1

2

►   �1. Center cover 2. Hex wrench 3. Blade guard

Press the shaft lock to lock the spindle and use the hex 
wrench to loosen the hex socket bolt. Then remove the 
hex socket bolt, outer flange and blade.

1

2
4

5

3

►   �1. Shaft lock 2. Hex wrench 3. Hex socket bolt (left-
handed) 4. Loosen 5. Tighten
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Installing the blade
Mount the blade carefully onto the spindle, making 
sure that the direction of the arrow on the surface of the 
blade matches the direction of the arrow on the blade 
case.

1

2

►   �1. Arrow on the blade case 2. Arrow on the blade

Install the outer flange and hex socket bolt. Tighten the 
hex socket bolt counterclockwise using the hex wrench 
while pressing the shaft lock.

1 2 3 4 5

6

►   �1. Hex socket bolt 2. Outer flange 3. Saw blade 
4. Inner flange 5. Spindle 6. Ring

NOTICE: If the inner flange is removed, be sure to 
install it on the spindle with its protrusion facing away 
from the blade. If the flange is installed incorrectly, the 
flange will rub against the machine.

Return the blade guard and center cover to its original 
position. Then tighten the hex bolt clockwise to secure 
the center cover. Unlock the stopper pin to release 
carriage from the raised position. Lower the handle to 
make sure that the blade guard moves properly. Make 
sure shaft lock has released spindle before making cut.

WARNING: Before mounting the blade onto 
the spindle, always be sure that the correct ring 
for the blade's arbor hole you intend to use is 
installed between the inner and the outer flanges. 
Use of the incorrect arbor hole ring may result in the 
improper mounting of the blade causing blade move-
ment and severe vibration resulting in possible loss 
of control during operation and in serious personal 
injury.

Connecting a vacuum cleaner
When you wish to perform clean cutting operation, con-
nect a Makita vacuum cleaner to the dust nozzle using 
a front cuff 24 (optional accessory).

1 2

3

►   �1. Front cuff 24 2. Hose 3. Vacuum cleaner

Dust bag
The use of the dust bag makes cutting operations clean 
and dust collection easy. To attach the dust bag, remove 
the dust extraction hose from the tool and connect the 
dust bag.

1

2

►   �1. Dust extraction hose 2. Dust bag
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When the dust bag is about half full, remove the dust 
bag from the tool and pull the fastener out. Empty 
the dust bag of its contents, tapping it lightly so as to 
remove particles adhering to the insides which might 
hamper further collection.

1

►   �1. Fastener

Securing workpiece

WARNING: It is extremely important to always 
secure the workpiece correctly with the proper 
type of vise or crown molding stoppers. Failure to 
do so may result in serious personal injury and cause 
damage to the tool and/or the workpiece.

WARNING: After a cutting operation, do 
not raise the saw blade until it has come to a 
complete stop. The raising of a coasting blade may 
result in serious personal injury and damage to the 
workpiece.

WARNING: When cutting a workpiece that 
is longer than the support base of the saw, the 
material should be supported the entire length 
beyond the support base and at the same height 
to keep the material level. Proper workpiece support 
will help avoid blade pinch and possible kickback 
which may result in serious personal injury. Do not 
rely solely on the vertical vise and/or horizontal vise 
to secure the workpiece. Thin material tends to sag. 
Support workpiece over its entire length to avoid 
blade pinch and possible KICKBACK.

1 2

►   �1. Support 2. Turn base

Guide fences

WARNING: Before operating the tool, make 
sure that the upper fence is secured firmly.

WARNING: Before bevel-cutting, make sure 
that no part of the tool, especially the blade, con-
tacts the upper and lower fences when fully low-
ering and raising the handle in any position and 
while moving the carriage through its full range 
of travel. If the tool or blade makes contact with 
the fence this may result in kickback or unexpected 
movement of the material and serious personal injury.

Use upper fences to support the material higher than 
the lower fences. Insert the upper fence into the hole on 
the lower fence and tighten the clamping screw.

1

2

3

1

2

3

4

4

►   �1. Upper fence 2. Lower fence 3. Clamping screw 
4. Adjusting screw

NOTICE: The lower fences are fixed to the base in 
the factory. Do not remove the lower fences.

NOTICE: If the upper fence is still loose after tight-
ening the clamping screw, turn the adjusting screw to 
close a gap. The adjusting screw is factory adjusted. 
You don't need to use it unless needed.
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You can store the upper fences onto the holder when not in 
use. Use the clip on the upper fence to hold it on the holder.

1 2

3

►   �1. Holder 2. Upper fence 3. Clip

Vertical vise

WARNING: The workpiece must be secured 
firmly against the turn base and guide fence with 
the vise during all operations. If the workpiece is 
not properly secured against the fence the material 
may move during the cutting operation causing 
possible damage to the blade, causing the material 
to be thrown and loss of control resulting in serious 
personal injury.

1

2
3

4

►   �1. Vise arm 2. Vise rod 3. Clamping screw 4. Vise knob

The vertical vise can be installed in two positions on 
either the left or right side of the base. Insert the vise 
rod into the hole in the base.
Position the vise arm according to the thickness and shape 
of the workpiece and secure the vise arm by tightening the 
screw. If the clamping screw contacts the carriage, install it 
on the opposite side of vise arm. Make sure that no part of 
the tool contacts the vise when lowering the handle all the 
way. If some part contacts the vise, re-position the vise.
Press the workpiece flat against the guide fence and the 
turn base. Position the workpiece at the desired cutting 
position and secure it firmly by tightening the vise knob.

NOTE: For a quick setting of workpiece, turning the 
vise knob to 90° counterclockwise allows the vise 
knob to be moved up and down. To secure the work-
piece after setting, turn the vise knob clockwise.

Horizontal vise
Optional accessory

WARNING: Always rotate the vise nut clock-
wise until the workpiece is properly secured. If the 
workpiece is not properly, secured the material may 
move during the cutting operation causing possible 
damage to the saw blade, causing the material to be 
thrown and loss of control resulting in serious per-
sonal injury.

WARNING: When cutting a thin workpiece, 
such as base boards, against the fence, always 
use the horizontal vise.

CAUTION: When cutting the workpiece of the 
thickness 20 mm or thinner, make sure to use a 
spacer block to secure the workpiece.

The horizontal vise can be installed in two positions on 
either the left or right side of the base. When performing 
22.5° or greater miter cuts, install the horizontal vise on 
the side opposite the direction in which the turn base is 
to be turned.

1
2 3

►   �1. Vise plate 2. Vise nut 3. Vise knob

By flipping the vise nut counterclockwise, the vise is 
released, and rapidly moves in and out. To grip the 
workpiece, push the vise knob forward until the vise 
plate contacts the workpiece and flip the vise nut clock-
wise. Then turn the vise knob clockwise to secure the 
workpiece.

NOTE: The maximum width of workpiece which can 
be secured by the horizontal vise is 228 mm.

Holders

WARNING: Always support a long workpiece 
so it is level with the top surface of the turn base 
for an accurate cut and to prevent dangerous loss 
of tool control. Proper workpiece support will help 
avoid blade pinch and possible kickback which may 
result in serious personal injury.
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To hold long workpieces horizontally, holders are pro-
vided on both sides of the tool. Loosen the screws and 
extend the holders to the appropriate length for holding 
the workpiece. Then tighten the screws.

1

2

►   �1. Holder 2. Screw

OPERATION
WARNING: Make sure the saw blade is not 

contacting the workpiece, etc. before the switch 
is turned on. Turning the tool on with the blade in 
contact with the workpiece may result in kickback and 
serious personal injury.

WARNING: After a cutting operation, do 
not raise the saw blade until it has come to a 
complete stop. The raising of a coasting blade may 
result in serious personal injury and damage to the 
workpiece.

WARNING: Do not perform any adjustment 
such as turning grip, knob, and levers on the tool 
while the saw blade is rotating. Adjustment while 
the blade is rotating may result in serious personal 
injury.

NOTICE: Before use, be sure to unlock the stop-
per pin and release the handle from the lowered 
position.
NOTICE: Do not apply excessive pressure on the 
handle when cutting. Too much force may result in 
overload of the motor and/or decreased cutting effi-
ciency. Press down handle with only as much force as 
necessary for smooth cutting and without significant 
decrease in blade speed.

NOTICE: Gently press down the handle to per-
form the cut. If the handle is pressed down with force 
or if lateral force is applied, the blade may vibrate and 
leave a mark (saw mark) in the workpiece and the 
precision of the cut may be impaired.

NOTICE: During a slide cut, gently push the 
carriage toward the guide fence without stopping. 
If the carriage movement is stopped during the cut, a 
mark will be left in the workpiece and the precision of 
the cut will be impaired.

Press cutting

WARNING: Always lock the sliding movement 
of the carriage when performing a press cutting. 
Cutting without lock may cause possible kickback 
which may result in serious personal injury.

Workpieces up to 68 mm high and 160 mm wide can be 
cut in the following manner.

1

►   �1. Stopper pin

1.	 Push the carriage toward the guide fence until it 
stops and lock it with the stopper pin.
2.	 Secure the workpiece with the proper type of vise.
3.	 Switch on the tool without the blade making any 
contact and wait until the blade attains full speed before 
lowering.
4.	 Gently lower the handle to the fully lowered posi-
tion to cut the workpiece.
5.	 When the cut is completed, switch off the tool and 
wait until the saw blade has come to a complete 
stop before returning the blade to its fully elevated 
position.

Slide (push) cutting (cutting wide 
workpieces)

WARNING: Whenever performing a slide cut, 
first pull the carriage full towards you and press 
the handle all the way down, then push the car-
riage toward the guide fence. Never start the cut 
with the carriage not pulled fully toward you. If 
you perform the slide cut without the carriage pulled 
fully toward you, unexpected kickback may occur and 
serious personal injury may result.

WARNING: Never attempt to perform a slide 
cut by pulling the carriage towards you. Pulling 
the carriage towards you while cutting may cause 
unexpected kickback resulting in possible serious 
personal injury.

WARNING: Never perform the slide cut with 
the handle locked in the lowered position.
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1

►   �1. Stopper pin

1.	 Unlock the stopper pin so that the carriage can 
slide freely.
2.	 Secure the workpiece with the proper type of vise.
3.	 Pull the carriage toward you fully.
4.	 Switch on the tool without the saw blade making 
any contact and wait until the saw blade attains full 
speed.
5.	 Press the handle down and push the carriage 
toward the guide fence and through the workpiece.
6.	 When the cut is completed, switch off the tool and 
wait until the saw blade has come to a complete 
stop before returning the blade to its fully elevated 
position.

Miter cutting
Refer to the section for adjusting the miter angle.

Bevel cut

WARNING: After setting the blade for a bevel 
cut, ensure that the carriage and saw blade will 
have free travel throughout the entire range of the 
intended cut before operating the tool. Interruption 
of the carriage or blade travel during the cutting oper-
ation may result in kickback and serious personal 
injury.

WARNING: While making a bevel cut, keep 
hands out of the path of the saw blade. The angle 
of the blade may confuse the operator as to the actual 
blade path while cutting and contact with the blade 
will result in serious personal injury.

WARNING: The saw blade should not be 
raised until it has come to a complete stop. During 
a bevel cut, the piece cut off may come to rest against 
the saw blade. If the blade is raised while it is rotating, 
the cut-off piece may be ejected by the blade causing 
the material to fragment which may result in serious 
personal injury.

NOTICE: When pressing down the handle, apply 
pressure in parallel with the blade. If a force is 
applied perpendicularly to the turn base or if the pres-
sure direction is changed during a cut, the precision 
of the cut will be impaired.

1.	 Remove the upper fence on the side that you are 
going to tilt the carriage.
2.	 Unlock the stopper pin.
3.	 Adjust the bevel angle according to the procedure 
explained in the section for bevel angle adjustment. 
Then tighten the knob.
4.	 Secure the workpiece with a vise.
5.	 Pull the carriage toward you fully.
6.	 Switch on the tool without the blade making any 
contact and wait until the blade attains full speed.
7.	 Gently lower the handle to the fully lowered posi-
tion while applying pressure in parallel with the blade 
and push the carriage toward the guide fence to cut 
the workpiece.
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8.	 When the cut is completed, switch off the tool and 
wait until the blade has come to a complete stop 
before returning the blade to its fully elevated position.

Compound cutting
Compound cutting is the process in which a bevel 
angle is made at the same time in which a miter angle 
is being cut on a workpiece. Compound cutting can be 
performed at the angle shown in the table.

Miter angle Bevel angle

Left and Right 0° - 45° Left and Right 0° - 45°

When performing compound cutting, refer to the section 
for press cutting, slide (push) cutting, miter cutting and 
bevel cut.

Cutting crown and cove moldings
Crown and cove moldings can be cut on a compound 
miter saw with the moldings laid flat on the turn base.
There are two common types of crown moldings and 
one type of cove moldings; 52/38° wall angle crown 
molding, 45° wall angle crown molding and 45° wall 
angle cove molding.

1 2 3

►   �1. 52/38° type crown molding 2. 45° type crown 
molding 3. 45°  type cove molding

There are crown and cove molding joints which are 
made to fit "Inside" 90° corners ((a) and (b) in the figure) 
and "Outside" 90° corners ((c) and (d) in the figure.)

(a) (b) (c) (d)

1 2

1. Inside corner 2. Outside corner

2
(a)
(b)

(a)
(b)

(b)
(a)

(b)
(a)

(a)
(b)

(c)
(d)

1

1. Inside corner 2. Outside corner

Measuring
Measure the wall width, and adjust the width of the 
workpiece according to it. Always make sure that width 
of the workpiece's wall contact edge is the same as wall 
length.

2

3
1

4

►   �1. Workpiece 2. Wall width 3. Width of the work-
piece 4. Wall contact edge

Always use several pieces for test cuts to check the 
saw angles.
When cutting crown and cove moldings, set the bevel 
angle and miter angle as indicated in the table (A) and 
position the moldings on the top surface of the saw 
base as indicated in the table (B).

In the case of left bevel cut

(a) (b) (c) (d)

1 2

1. Inside corner 2. Outside corner
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Table (A)

– Molding 
position 

in the 
figure

Bevel angle Miter angle

52/38° 
type

45° type 52/38° 
type

45° type

For 
inside 
corner

(a) Left 
33.9°

Left 30° Right 
31.6°

Right 
35.3°

(b) Left 
31.6°

Left 
35.3°For 

outside 
corner

(c)

(d) Right 
31.6°

Right 
35.3°

Table (B)

– Molding 
position in 
the figure

Molding 
edge against 
guide fence

Finished 
piece

For inside 
corner

(a) Ceiling 
contact edge 
should be 
against guide 
fence.

Finished 
piece will be 
on the Left 
side of blade.

(b) Wall contact 
edge should 
be against 
guide fence.

For outside 
corner

(c) Finished 
piece will be 
on the Right 
side of blade.(d) Ceiling 

contact edge 
should be 
against guide 
fence.

Example:
In the case of cutting 52/38° type crown molding for 
position (a) in the above figure:
•	 Tilt and secure bevel angle setting to 33.9° LEFT.
•	 Adjust and secure miter angle setting to 31.6° 

RIGHT.
•	 Lay crown molding with its broad back (hidden) 

surface down on the turn base with its CEILING 
CONTACT EDGE against the guide fence on the 
saw.

•	 The finished piece to be used will always be on 
the LEFT side of the blade after the cut has been 
made.

In the case of right bevel cut

(a) (b) (c) (d)

1 2

1. Inside corner 2. Outside corner

Table (A)

– Molding 
position 

in the 
figure

Bevel angle Miter angle

52/38° 
type

45° type 52/38° 
type

45° type

For 
inside 
corner

(a) Right 
33.9°

Right 
30°

Right 
31.6°

Right 
35.3°

(b) Left 
31.6°

Left 
35.3°For 

outside 
corner

(c)

(d) Right 
31.6°

Right 
35.3°

Table (B)

– Molding 
position in 
the figure

Molding 
edge against 
guide fence

Finished 
piece

For inside 
corner

(a) Wall contact 
edge should 
be against 
guide fence.

Finished 
piece will be 
on the Right 
side of blade.

(b) Ceiling 
contact edge 

should be 
against guide 

fence.

For outside 
corner

(c) Finished 
piece will be 
on the Left 
side of blade.

(d) Wall contact 
edge should 
be against 

guide fence.

Example:
In the case of cutting 52/38° type crown molding for 
position (a) in the above figure:
•	 Tilt and secure bevel angle setting to 33.9° RIGHT.
•	 Adjust and secure miter angle setting to 31.6° RIGHT.
•	 Lay crown molding with its broad back (hidden) sur-

face down on the turn base with its WALL CONTACT 
EDGE against the guide fence on the saw.

•	 The finished piece to be used will always be on 
the RIGHT side of the blade after the cut has been 
made.

Crown molding stopper
Optional accessory
Crown molding stoppers allow easier cuts of crown 
molding without tilting the saw blade. Install them on the 
turn base as shown in the figures.

At right 45° miter angle

1
2

3

4

►   �1. Crown molding stopper L 2. Crown molding stop-
per R 3. Turn base 4. Guide fence
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At left 45° miter angle

1

2

3 4

►   �1. Crown molding stopper L 2. Crown molding stop-
per R 3. Turn base 4. Guide fence

Position crown molding with its WALL CONTACT EDGE 
against the guide fence and its CEILING CONTACT 
EDGE against the crown molding stoppers as shown in 
the figure. Adjust the crown molding stoppers according 
to the size of the crown molding. Tighten the screws to 
secure the crown molding stoppers. Refer to the table 
(C) for the miter angle.

1

2

►   �1. Guide fence 2. Crown molding stopper

(a) (b) (c) (d)

1 2

1. Inside corner 2. Outside corner

Table (C)

– Molding 
position in 
the figure

Miter angle Finished 
piece

For inside 
corner

(a) Right 45° Save the right 
side of blade

(b) Left 45° Save the left 
side of blade

For outside 
corner

(c) Save the right 
side of blade

(d) Right 45° Save the left 
side of blade

Cutting aluminum extrusion

1

5
3
4

2

►   �1. Vise 2. Spacer block 3. Guide fence 4. Aluminum 
extrusion 5. Spacer block

When securing aluminum extrusions, use spacer blocks 
or pieces of scrap as shown in the figure to prevent 
deformation of the aluminum. Use a cutting lubricant 
when cutting the aluminum extrusion to prevent build-up 
of the aluminum material on the blade.

WARNING: Never attempt to cut thick or 
round aluminum extrusions. Thick or round alumi-
num extrusions can be difficult to secure and the work 
may loosen during the cutting operation which may 
result in loss of control and serious personal injury.

Groove cutting

WARNING: Do not attempt to perform this 
type of cut by using a wider type blade or dado 
blade. Attempting to make a groove cut with a wider 
blade or dado blade could lead to unexpected cutting 
results and kickback which may result in serious 
personal injury.

WARNING: Be sure to return the stopper arm 
to the original position when performing other 
than groove cutting. Attempting to make cuts with 
the stopper arm in the incorrect position could lead to 
unexpected cutting results and kickback which may 
result in serious personal injury.
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For a dado type cut, perform as follows:
1.	 Adjust the lower limit position of the saw blade using 
the adjusting screw and the stopper arm to limit the cutting 
depth of the saw blade. Refer to the section for stopper arm.
2.	 After adjusting the lower limit position of the saw 
blade, cut parallel grooves across the width of the work-
piece using a slide (push) cut.

1

►   �1. Cut grooves with blade

3.	 Remove the workpiece material between the 
grooves with a chisel.

Carrying tool
Before carrying, make sure to unplug and all movable parts 
of the miter saw are secured. Always check the following:
•	 The tool is unplugged.
•	 The carriage is at 0° bevel angle position and 

secured.
•	 The carriage is lowered and locked.
•	 The carriage is fully slid to the guide fence and 

locked.
•	 The turn base is at the full right miter angle posi-

tion and secured.
•	 The holders are stored and secured.
Carry the tool by holding both sides of the tool base as 
shown in the figure.

WARNING: Stopper pin for carriage elevation 
is for carrying and storage purposes only and not 
for any cutting operations. The use of the stopper 
pin for cutting operations may cause unexpected 
movement of the saw blade resulting in kickback and 
serious personal injury.

CAUTION: Always secure all moving portions 
before carrying the tool. If portions of the tool move 
or slide while being carried, loss of control or balance 
may occur  and result in personal injury.

MAINTENANCE
WARNING: Always be sure that the tool is 

switched off and unplugged before attempting 
to perform inspection or maintenance. Failure to 
unplug and switch off the tool may result in accidental 
start up of the tool which may result in serious per-
sonal injury.

WARNING: Always be sure that the blade is 
sharp and clean for the best and safest perfor-
mance. Attempting a cut with a dull and /or dirty blade 
may cause kickback and result in a serious personal 
injury.

NOTICE: Never use gasoline, benzine, thinner, 
alcohol or the like. Discoloration, deformation or 
cracks may result.

Adjusting the cutting angle
This tool is carefully adjusted and aligned at the factory, 
but rough handling may have affected the alignment. If 
your tool is not aligned properly, perform the following:

Miter angle
Lower the handle fully and lock it in the lowered position 
by the stopper pin. Push the carriage toward the guide 
fence. Loosen the grip and the screws which secure the 
pointer and miter angle scale.

2
1

2

3

►   �1. Screw on pointer 2. Screws on miter angle scale 
3. Miter scale
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Set the turn base to the 0° position using the positive 
stop function. Square the side of the blade with the face 
of the guide fence using a triangular rule or try-square. 
While keeping the square, tighten the screws on the 
miter angle scale. After that, align the pointers (both 
right and left) with the 0° position in the miter angle 
scale and then tighten the screw on the pointer.

1

►   �1. Triangular rule

Bevel angle
0° bevel angle
Push the carriage toward the guide fence and lock the 
sliding movement by the stopper pin. Lower the handle 
fully and lock it in the lowered position by the stopper 
pin and then loosen the knob. Turn the 0° adjusting bolt 
two or three revolutions counterclockwise to tilt the saw 
blade to the right.

1

2

►   �1. 0° Adjusting bolt 2. Screw

Carefully square the side of the saw blade with the top 
surface of the turn base using the triangular rule, try-
square, etc. by turning the 0° adjusting bolt clockwise. 
Then tighten the knob firmly to secure the 0° angle you 
have set.

1

2
3

►   �1. Triangular rule 2. Saw blade 3. Top surface of 
turn base

Check if the side of the saw blade squares with the 
turn base surface once again. Loosen the screw on the 
pointer. Align the pointer with 0° position in the bevel 
angle scale and then tighten the screw.

45° bevel angle
NOTICE: Before adjusting the 45° bevel angle, 
finish 0° bevel angle adjustment.

Loosen the knob and fully tilt the carriage to the side 
that you want to check. Check if the pointer indicates 
the 45° position in the bevel angle scale.
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If the pointer does not indicate the 45° position, align 
it with 45° position by turning the adjusting bolt on the 
opposite side of the bevel angle scale.

1

2

►   �1. Left 45° adjusting bolt 2. Right 45° adjusting bolt

Adjusting the laser line position
For model LS1019L only

WARNING: The tool must be plugged in while 
adjusting the laser line. Take extra care not to 
switch on the tool during adjustment. Accidental 
start up of the tool may result in serious personal 
injury.

CAUTION: Never look directly into the laser 
beam. Direct eye exposure to the beam could cause 
serious damage to your eyes.

NOTICE: Check the position of laser line regu-
larly for accuracy.
NOTICE: Beware that impacts to the tool. It may 
cause the laser line to be misaligned or may cause 
damage to the laser, shortening its life.

NOTICE: Have the tool repaired by a Makita 
authorized service center for any failure on the 
laser unit.

The movable range of laser line is decided by the range 
adjustment screws on both sides. Perform following 
procedures to alter the laser line position.
1.	 Unplug the tool.
2.	 Draw a cutting line on the workpiece and place it 
on the turn base. At this time, do not secure the work-
piece with a vise or similar securing device.

3.	 Lower the handle and align the cutting line with 
the saw blade.
4.	 Return the handle to the original position and 
secure the workpiece with the vertical vise so that the 
workpiece does not move from the position you have 
determined.
5.	 Plug in the tool and turn on the laser switch.
6.	 Loosen the adjusting screw. To move the laser line 
away from the blade, turn the range adjustment screws 
counterclockwise. To move the laser line close to the 
blade, turn the range adjustment screw clockwise.

Adjusting the laser line on the left side of the blade

1

2

3

4 5

►   �1. Adjusting screw 2. Range adjustment screw 
3. Hex wrench 4. Laser line 5. Saw blade
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Adjusting the laser line on the right side of the blade

1

2

3

4

5

►   �1. Adjusting screw 2. Range adjustment screw 
3. Hex wrench 4. Laser line 5. Saw blade

7.	 Slide the adjusting screw to the position that the 
laser line comes onto the cutting line and then tighten.

NOTE: The movable range of laser line is factory 
adjusted within 1 mm (0.04") from the side surface 
of blade.

Cleaning the laser light lens
For model LS1019L only
The laser light becomes hard to see as the lens for the laser 
light gets dirty. Clean the lens for laser light periodically.

1

2

►   �1. Screw 2. Lens

Unplug the tool. Loosen the screw and pull out the lens. 
Clean the lens gently with a damp soft cloth.

NOTICE: Do not remove the screw which 
secures the lens. If the lens does not come out, 
loosen the screw further. 
NOTICE: Do not use solvents or any petro-
leum-based cleaners on the lens.

Replacing carbon brushes

1

►   �1. Limit mark

Remove and check the carbon brushes regularly. 
Replace when they wear down to the limit mark. Keep 
the carbon brushes clean and free to slip in the holders. 
Both carbon brushes should be replaced at the same 
time. Use only identical carbon brushes.
Use a screwdriver to remove the brush holder caps. 
Take out the worn carbon brushes, insert the new ones 
and secure the brush holder caps.

1

►   �1. Brush holder cap

After replacing brushes, plug in the tool and break in 
brushes by running tool with no load for about 10 min-
utes. Then check the tool while running and electric 
brake operation when releasing the switch trigger. If 
the electric brake is not working correctly, have the tool 
repaired by a Makita service center.

After use
After use, wipe off chips and dust adhering to the tool 
with a cloth or the like. Keep the blade guard clean 
according to the directions in the previously covered 
section titled "Blade guard". Lubricate the sliding por-
tions with machine oil to prevent rust.
To maintain product SAFETY and RELIABILITY, 
repairs, any other maintenance or adjustment should 
be performed by Makita Authorized or Factory Service 
Centers, always using Makita replacement parts.
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OPTIONAL 
ACCESSORIES

WARNING: These Makita accessories or 
attachments are recommended for use with your 
Makita tool specified in this manual. The use of 
any other accessories or attachments may result in 
serious personal injury.

WARNING: Only use the Makita accessory 
or attachment for its stated purpose. Misuse of 
an accessory or attachment may result in serious 
personal injury.

If you need any assistance for more details regard-
ing these accessories, ask your local Makita Service 
Center.
•	 Steel & Carbide-tipped saw blades
•	 Vertical vise
•	 Horizontal vise
•	 Crown molding stopper set
•	 Dust bag
•	 Triangular rule
•	 Hex wrench
•	 Hex wrench (for LS1019L)

NOTE: Some items in the list may be included in the 
tool package as standard accessories. They may 
differ from country to country.
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