


High dust pick-up rate
We have made it easier for dust to pass through

~Using an enhanced motor for higher suctic -

power

f
suction port to increase dust pick-up rate 5 L HEPA _H.
filter H ! d

~Redesigning suction port

One-touch 3-suction mode
selection switch with mode
memory function

Paper dust bag
(Non-woven cloth type)

Dust capacity:

5-stage brushroll
height adjustment

5-stage manually adjustable
to carpet pile length

Dust disposal
warning lamp

Low cleaner head

>} Side brush

Side brushes on both
sides are convenient for
cleaning along and

The nozzle, brush, and pipe
can be stored on the
machine for convenient use.

381mm

allows for easy entry of the cleaner head into tight places such ¢lose to walls.

as under furniture, providing added advantages to users.

Tool-less brushroll

replacement

allows for quick
maintenance.

Main body able to tilt up
to 90 degrees

For cleaning in tight spaces under
furniture, sofa, bed and more. N

> gl
: d

Easier foot lever operation

I

LED job light

Achieved Gold rating in CRI certification

Approval test performed by the Carpet & Rug Institute (USA) to
evaluate the performance of vacuum cleaners for carpet and rug.

B Accessories

Long sash nozzle set Round brush set
Part No. 191D65-8 Part No. 191D67-4 Part No. 1914B1-8 Part No. 191E39-5 Part No. 191T96-3 Part No. 191Y86-6 ¢

Brush complete set Main filter H set Filter bag set Dust bag set Grip assembly

Part No.

HEPA ) 10pcs. set 5L/1pcs.set ¥ 191op1.
fifter A
> ‘//
M Charging Time .
Cordless Upright Cleaner
[EEXS2ring]
@V DCA40RA DC40RB | DC40RC| Dcowa [NASONK0[E]
Li-ion 'y == "‘ .
max Anti-restart function ~ Capacity 5.0 L (1.3 gal) : )
Continuous use w/ BL4050F, High / Normal / Low noise: 25 / 50 / 100 min
. ic 3- Max air flow 1.8 m3/min

"1BL4020 2.0Ah 22 min 30min | 110min Electronic 3-Speed Max sealed suction 15 kPa
------------------------------------------------- a = ; Dust pick-up rate High/ Normal / Low noise: 55/ 45 / 36 %
“BLA025E 2.5Ah 28 min 38min | 130min 38 Revolving Hose Cleaning width 381 mm (15")
e ) e I @ Built-in Job Light Vibration Level 2.5m/s orless

) 9 Sound Pressure Level 70 dB(A) or less

1BL4040/F 4.0Ah 45 min 67 min | 210min Dimensions (L x W x H) 326 x 381 x 1,146 mm (12-7/8 x 15 x 45")
................................................. Net weight 8.0-9.2kg (17.6 - 20.3 Ibs.)

"IBL4050F 5.0Ah 50 min 85min | 260 min

“1BL4080F 8.0Ah 76 min 170 min | 420 min Standard Equipment ’;/5011901(13_;63?;);19 sash nozzle set 191D65-8(1); Round brush set 191D67-4(1); Filter bag

*1 Recommended battery

5/lF XFJHIU JODMVEFT BDDFTTPSJFT SPVOE CSVTI
Items of standard equipment and specifications may vary by country or area.
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Makita Power Tools India Pvt. Ltd.

Unit Il Sy. Nos. 93/3 & 93/4, Koralur Village, Kasaba Hobli,

Hoskote Taluk, Bengaluru - 560067
Email: info@makita.in Website: www.makita.in



