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Satisfy Professional's Needs

Battery is option

Light source
Illuminance

Luminous �ux
Continuous use (hours)
Dimensions (L x W x H) 

Net weight*

Type : 1.5W LED
At 0.5m from the light source 240lx
At 1m from the light source 50lx
100lm
With BL1040B / BL1020B / BL1015 : 28 / 14 / 11    
Without Battery : 77x54x28mm (3"x2-1/8"x1-1/8")
With BL1015/BL1020B : 87x64x54mm (3"-7/16"x2-1/2"x2-1/8")
With BL1040B : 87x64x73mm (3"-7/16"x2-1/2"x2-7/8")
With BL1015 /BL1020B : 0.27 kg (0.6 lbs)
With BL1040B : 0.43kg (1.0 lbs)

Items of standard equipment and speci�cations may vary by country or area.
Battery and charger are sold separately. 

Cordless LED Flashlight
ML103

*weight according to EPTA-Procedure 01/ver.2.1

■ Long run time & Charging time 
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BL1015
10.8V 1.5Ah

DC10SA
for 10.8V

*with Battery fuel gauge

*BL1040B
10.8V 4.0Ah

*BL1020B
10.8V 2.0Ah

DC10WC
for 10.8V

Cordless LED Flashlight
ML103

Compact size 
fits your hand 
perfectly.

Strap hole

10.8V CXT Slide Li-ion battery

1.5W Single White LED Ergonomic design
Easy to grip either from the 
top or from the side.

Battery and charger are sold separately.


