
Items of standard equipment and specifications may differ by country or area.

Rechargeable Grab Light ML101/ ML705

Continuous use 
Dimensions
(L x W x H)
Net weight
Voltage

ML101
540minutes
*119 x 52 x 55mm
(4-11/16" x 2-1/16" x 2-3/16")
*0.25kg (0.55lbs)
10.8V

ML705
300minutes
*115 x 46 x 40mm
(4-1/2" x 1-13/16" x 1-9/16")
*0.17kg (0.38lbs)
7.2V

Accessory Flexible leg

ML101 ML705

Battery and Charger are sold separately. *without Flexible leg

Continuous illuminating time: 
ML101 540minutes
ML705 300minutes

Compact Li-ion battery
cartridge type

(on a single full battery charge)

Belt clip
User can carry the light with hands free 
by hooking the clip on a belt.
(when flexible leg is removed)

Flexible leg
By attaching the flexible leg to the light, 
the light can be set on or fixed at various 
locations for hands-free lighting.  

Charger DC10WA:
approx. 50 minutes charging time (BL1013)
approx. 30 minutes charging time (BL7010)

Charger DC07SA:
approx. 30 minutes charging time (BL7010)

Long life LED job light 

ML101: 
BL1013 10.8V 1.3Ah

ML705: 
BL7010 7.2V 1.0Ah

Satisfy Professional's Needs

Rechargeable Grab Light
ML705ML101

Can be positioned at various places 
and angles with flexible legs.
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